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Rating at 25oC ambient temperature unless otherwise specified.

 Glass passivated junction
 Ideal for printed circuit board
 Reliable low cost construction
 Plastic material has Underwriters Laboratory Flammability

     Classification 94V-0
 Surge overload rating to 170 amperes peak
 High case dielectric strength of 2500VRMS

retemara sP lobmyS A8JBG B8JBG D8JBG G8JBG J8JBG K8JBG M8JBG stinU

egatlovesreverkaepevititepermumixa VM MRR 05 001 002 004 006 008 0001 stloV

egatlovSMRmumixa VM SMR 53 07 041 082 024 065 007 stloV

egatlovgnikcolbCDmumixa VM CD 05 001 002 004 006 008 0001 stloV

)2.giFeeS(tnerructuptuodeifitcerdrawrofegarevamumixa IM )VA(F 0. s8 pmA

evaw-enisflahelgnissm3.8,tnerrucegrusdrawrofkaeP
dohteMCEDEJ(daoldetarnodesopmirepu )s I MSF 08 s1 pmA

)sm3.8<t(gnisufrofgnita IR 2 0t 2 A1 2 ces

A0.4tagelreppordegatlovdrawrofsuoenatnatsnimumixa VM F 0. t1 loV

tnerrucesreverCDmumixaM
gelrepegatlovgnikcolbCDdetarta

TA 52= oC
TA 521= oC IR

0.5
0.052 uA

)2etoN(gelrepecnatsiserlamrehtlacipy RT
θ CJ 6.1 o W/C

)etunim1CA,esacotslanimrehT(htgnertscirtcelei VD OSI 005 s2 tloV

egnarerutarepmetegarotsdnanoitcnujgnitarep TO J T, GTS 051+ot55- oC

ataDlacinahceM
 Case: GBJ(5S)

     Epoxy meets UL-94V-0 Flammability rating
 Terminals: Leads solderable per MILSTD-750 Method 2026
 High temperature soldering guaranteed:

    260oC/10 seconds, 0.375 (9.5mm) lead length,
    5 bs.(2.3kg) tension

 Weight: 0.24 ounce, 6.8 grams
 Mounting torque: 8.17 in. lbs. max.

Notes 1. Unit case mounted on AL plate heatsink
2. Unit mounted on P.C B.with 4”x0.06" (100x100x1 6mm) copper pads and 0.375" (9 5mm) lead length
3. Recommended mounting position is to bolt down on heatsink with silicone thermal compound for maximum heat transfer with #6 screw

General purpose use in ac-to-dc bridge full wave rectification for
Switching Power Supply, Home Appliances, Office Equipment,
Industrial Automation applications

 Typical Applications

Package outline dimensions in millimeters
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